2 GoldStar 


COLOR TV 
OWNER’S MANUAL 


pea tale ete a okdat 
arefully ai ae penn 


CMT-—4408 


Safety Precautions 
Features 

Antenna 

Location of Controls 
Operation 

Channel Selection 
Cable TV Instruction 
Remote Control 
Picture Adjustment 
TV Troubles? 
Warranty 


CONTENTS 

3 

3 

4 

5 

05 

6 

7 

8 

10 


matt 
Back Cover 


RISK OF ELECTRIC SHOCK 
DO NOT OPEN 


2 CAUTION 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT 


REMOVE COVER (OR BACK) 
NO USER-SERVICEABLE PARTS INSIDE. 
REFER SERVICING TO QUALIFIED SERVICE PERSONNEL. 


The graphic symbols on the back cover of the set mean the following: 


The lightning flash with arrowhead symbol, within an equilateral triangle 
is intended to alert the user to the presence of uninsulated “dangerous 
voltage” within the product's enclosure that may be of sufficient magnitude 
to constitute a risk of electric shock to persons 


The exclamation point within an equilateral tri rt the 
user to the presence of 1! lant operating, 
instructions in the literature accompanying the ap 


DO NOT EXPOSE THIS APPLIANCE TO RAIN OR 
MOISTURE. 


a TO REDUCE THE RISK OF FIRE OR ELECTRIC S103 


SAFETY PRECAUTIONS 


POWER SUPPLY: This set operates on 120V, 
60Hz, AC power only. Plug the AC power 
cord of the switched off set into the nearest 
AC power outlet 

Please consult your dealer before connect- 
ing your set, if you do not know the AC voltage 
in your area, as incorrect voltage might 
damage your set. 

INSTALLATION: This set is designed to 
operate only from the power source indicated 
on the set. Care should be exercised in not 
exposing your unit to any unnecessary jar- 
ring, moisture, dust, direct sun light or heat 
source. 

Select a place for this set so as to minimize 
the length of antenna lead and power cord. 
Allow a space between the set and wall so that 
the chassis components are properly ven- 


FEATURES 


* MICRO-PROCESSOR CONTROLLED 
TUNING SYSTEM 

* CABLE COMPATIBLE 139 CHANNEL 
TUNING CAPABILITY. 
NORMAL position, VHF (channels 2—13), 
UHF (channels 14—83), CATV position, 
VHF (channels 5A, 2—13), cable mid-band 
(channels A-1—A-5, A—I), super-band 
(channels J—W), hyper-band (channels 
AA—BBB). 

* AFT (Automatic Frequency Tuning) 
Even when the CATV channels are 
transmitting off-set signals, the best tuning 
is obtained with the AFT. 

* AUTO COLOR 
One action automatically sets color, tint. 


tilated. Do not cover ventilation slots on the 
top or back of the set or place the set on any 
soft material which could affect ventilation at 
bottom of the set. 

POLARIZED PLUG: This television set is 
equipped with a polarized plug (a plug hav- 
ing one blade wider than the other). 

This plug will fit into the power outlet only one 
way. If you are unable to insert the plug fully 
into the outlet, try reversing the plug. Do not 
defeat the safety purpose of the polarized 
plug. 

SERVICE: Do not attempt to service this televi- 
sion set yourself as opening or removing 
covers may expose you to dangerous voltage 
or other hazards. Refer all servicing to qualified 
service personnel. 


INFRARED REMOTE CONTROL 
Wireless Remote Control to tune channels, 
adjust the volume level, mute sound and 
turn unit on and off from anywhere in front 
of the TV set. 

* MEMORY FUNCTION 
TV remains at the same channel and 
volume level as previous set when the TV 
is turned on the next time. 
PICTURE TUBE 
Quick start, dynamic convergenceless slot- 
ted mask picture tube. 
ON SCREEN CHANNEL DISPLAY 
If pushing the RECALL BUTTON on the 
contro! pane! or Remote Control, channel 
will display on screen. 


WRITE MODEL AND SERIAL NUMBERS HERE 


These numbers are located on the back of the 
set. 

It is important to give these numbers in any 
correspondence or service calls concerning 
your TV 


MODEL NUMBER 


SERIAL NUMBER 


ANTENNA 


INDOOR ANTENNA 


UHF Loop ®, 
ANTENNA ae 
7 300 ohm 
VHF ROD flat wire 


ANTENNA 
300 to 
75 ohm 
Adaptor 


The 300/75 ohm VHF antenna adaptor 
is provided, as an accessory when you 
purchase this TV set 


14, Connect the UHF loop antenna directly to the UHF antenna screws located on the back 
cover of the set as shown Fig. 1 

2, Insert the VHF rod antenna into the fixing hole located on the upper side of the set. Con- 
nect the 300 ohm flat wire to the 300/75 ohm antenna adaptor. (Refer to Fig. 2.) 

3. Connect the 75 ohm adaptor to the VHF jack. 


OUTDOOR ANTENNA GE FS oa 
If the reception with the internal antenna is Ls 
weak, an external antenna may be required. A 
VHF 
1. UHF Antenna cecen. 
Connect the UHF 300 ohm flat wire to the @ 
UHF antenna screws as shown right a, | I 
2. VHF Antenna “Sf, | 
If the lead is 300 ohm (flat wire), connect Qqyqo 
it to the 300 to 75 ohm antenna adaptor 
and connect to 75 ohm jack on the set. If & So 


the lead is 75 ohm (coaxial cable) connect go 75 ohm 
(b 


it directly to the 75 ohm jack. adaptor 


CATV CABLE CONNECTION 


& te cable 
] 75 ohm => 
ot es a y Toca 
Distributor 


If you subscribe to a CATV system, change the antenna connection as described below. 

4. Remove the VHF 75 ohm adaptor or the VHF cable from the set. 

2. Connect the CATV cable (75 ohm coaxial cable) to the 75 ohm jack located on the anten- 
na terminal of the set. 
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LOCATION OF CONTROLS 


VHF ROD ANTENNA. 


REMOTE CONTROL- 
SENSOR 

CATV INDICATOR 
COLOR CONTROL 
TINT CONTROL 
BRIGHTNESS CONTROL | 
CONTRAST CONTROL 


UHF LOOP ANTENNA 


FILTER GLASS CLIPS 
Push ‘n the direction of 
the art w and pull to 
remove. 


CHANNEL SELECTION 
BUTTONS 


CHANNEL (+) BUTTON 
7 VOLUME (+) BUTTON 


EARPHONE JACK 

For private listening 
connect the earphone 

to the earphone jack 
AUTO (AFT)MFT BUTTON 
TVICATV BUTTON 

FINE (—) BUTTON 

FINE (+) BUTTON 


OPERATION 


1. PLUGGING-IN 


This set operates on 120V, 60Hz, AC 
power only. Plug the AC power cord into 


a convenient AC power outlet. 
POWER ON/OFF SWITCH 


» 


The set may be turned on either by press- 
ing the POWER ON/OFF button or by us- 


ing Remote Control 


When TV set is turned on, the channel will 
appear on the picture screen for about 6-8 


seconds. 


The volume, channel and fine tuning set- 
ting automatically reset after the TV set is 


turned OFF and ON again. 
3. CHANNEL UP/DOWN 


The VHF, UHF or CABLE channels may 
be or Remote Control by using the 1 thru 


_ 0 buttons. 
4. VOLUME UP/DOWN 


To increase the volume, press the 


RECALL BUTTON 
Press this button, 
and channel will 
appear on screen 


POWER 

ON/OFF BUTTON 
VOLUME (~) BUTTON 
CHANNEL (-) BUTTON 


VOLUME (+) BUTTON of this control un- 
til the desired sound level is obtained. 
To decrease the volume, press VOLUME 
(-) BUTTON 


. FINE TUNING CONTROL 


Adjustment of this control is required in 
case of the MFT mode. 

Depressing the FINE (+) BUTTON shifts 
the fine tuning to a higher frequency and 
depressing the FINE (—) BUTTON shifts 
the fine tuning to a lower frequency. The 
fine tuning control only functionates when 
AUTO (AFT)/MFT switch is MFT (J) 
mode. 

TVICATV BUTTON 

This button used to select TV () or 
CATV (sm) mode. 

When setting to CATV ( sm) mode, CATV 
INDICATOR lights. 


CHANNEL SELECTION 


DIRECT CHANNEL SELECTION 

Using the keyboard on the set or Remote Con- 

trol can immediately tune a desired channel 

simply by entering the channel number. 

Example: Channels with one digit number (i.e. 

channel 03) can be tuned in two ways. 

1) By entering the number ‘0’ and the number 
‘3' the channel switches immediately. 

2) By entering only the number ‘3' wait about 
‘3' seconds after pressing the button and 
the channel switches. 


For channels with two digit numbers either 
VHE/UHF or CABLE (i.e.: channel 31) press 
the '3' and the '1' and the channel switches 
immediately. 

For CATV channel selection refer to the con- 
version table in page 7 or the TV guide sup- 
plied by the cable company. 


CHANNEL STEPPING SELECTION 

(CH, UP/DOWN) 

Set the AUTO (AFT)/MFT mode switch to MFT 

(BL) position to permit this operation. 

UP (+) : Push the button to go up to 
higer channels. 


* DIRECTION OF SEARCH 


DOWN 
— return to - al 
82-83-02 
wv 


03-04'==5-=-* rg ea 


03-04 «-- - 63.64.95 <- - - - 99-01-02 
63-64.95 ex 
A 


DOWN(—) : Push this button to go down to 
lower channels. 


SEARCHING SELECTION 

(CH. UP/DOWN) 

Set the AUTO (AFT)/MFT mode switch to 
AUTO (AFT) (mL) to permit this operation. 


Press this control, and an automatic search 
starts for a broadcasting TV channel. When 
you release the control the channel number 
being received is indicated on screen. 

UP (CH +): 

Push this button and a search starts upwards 
and then locks the next higher broadcasting 
TV channels. 


DOWN (CH -): 

Push this button, and a search starts 
downwards and then locks the next lower 
broadcasting TV channel. 


UP or DOWN: 

If you constantly hold this button the search 
system will stop at the next higher or lower 
broadcasting station for about 1.5 seconds, 
then continue to search for the next station 
where it will again pause, and so on. 


up ‘ae return to ~ 
03-04 ----- - bo ---- - ~~ 82-89-02 
wv 


03-04 ~~ ~~ » 63.64.95 - -- -» 99-01-02 
n CATV 


CABLE TV INSTRUCTION 


Note to CATV System installer 


This reminder is provided to call the CATV system installer's attention to Article 820-22 
of the NEC that provides guidelines for proper grounding and, in particular, specifies 
that the cable ground shall be connected to the grounding system of the building, as 
close to the point of cable entry as practical. 


Channel number assignment for the cable tuning mode begins with 0 through 64, omits the 
unassigned numbers 65 through 94, then proceeds from 95 through 99. The specific chan- 
nel number assignments and the corresponding alphabetical designation are shown below 
in the channel table. 


CABLE TV (CATV) CHANNEL REFERENCE CHART 


CAV WHACumt = «2ST A 
SoeciCrame Numer =? 38 #8 

Actual TV Staton Ol O 

CATV Mabon) Channa’ ACB TCOCTCECSC*CSCG SCN CAS Aa AGAR Al 
Select Channel Number 34 15 16 a? 18 19 20 ral 22 95 96 o7 98 99 
Actual TV Staion OOOO 

CATV (Superband) Channel J K L M N °o Pp Q Ra s u v w 
Soc Chane Number” 2328 2B 2B SG 
Actua TV Staton O OO 0 G.8 oe 
CATV Gypewnd) Grama AA BB CC (OD EE FF GG WH ay KR UL WM NN 
Sowa Crane number” 37 9899 MO st aS MGT 
cual TV Staton OO O Gee) 
CATV (Hyperband) Channet OO PP QQ RR ss 7 uu WwW OWW XK ¥ 22 AAA BBB 
Soc Channo Numbor” gt 6263S 6S S6 S755] gt G26 ge 
Actua TV Siaton O OOOOO00 


+ You may write in the actual station name or channel information supplied by your cable TV company. 
For example: Channel number ‘'14" corresponds with midband cable channel "'A”’ 


Note: Cable TV (CATV) services can vary from area to area. 

The channel number assignments shown in the channel table may not correspond with the 
channel number used by your local cable channels company “‘converter’’ or ‘‘preselector’” 
will depend on the specific channels in use by the cable company. Direct tuning to cable 
is limited to unencoded (unscrambled) channels only. Check your local cable company com- 
patibility requirements. 


REMOTE CONTROL 


The infrared wireless remote control allows you to turn the set on and off, select the channels, 
adjust or mute the volume from your viewing position, 


Note: The Remote Control does not operate unless the POWER switch of TV set is turned 
on. 


DESCRIPTION OF CONTROLS ON REMOTE CONTROL 


. INDICATOR .. This lamp flickers when the Remote 


Control is operating. 


2. POWER button ..... To turn the set on, press this button. 
To turn the set off press this button again. 
3. CHANNEL (+)/ .... For quick scan up or down of the live 
(-) button channels, use this button. 
4, VOLUME (+)/ ...... To obtain the desirable volume, use this 
-) button button. 
5. MUTE button ........ If it is necessary to mute the sound im- 
mediately, press this button. 
To obtain the former volume level, press 
it again. 
6. KEYPAD ... .. You can obtain a desired channel 


directly with the buttons 0 through 9. 
veer to page 6). 
‘0 preset the SLEEP time, use this but- 
ton. (Refer to page 9). 
8. RECALL button .... To see the on screen channel number, 
press this button. 


7. SLEEP button ...... 


9. Q. VIEW ......:0+0 If you want to watch the former channel, 
button press this button. 
To obtain the present channel, press it 
again. 


EFFECTIVE OPERATING RANGE 

The Remote Control unit is designed to 
operate within the range indicated in the 
diagram. 

Precaution: The remote control unit will not 
function properly if strong light strikes the sen- 
sor window or if there are obstacles between 
the Remote Control unit and the receiver. iii a | 


/ | 


Goo | Bs 


about ba feet 


BATTERIES 

The Remote Control is powered by batteries (two type AAA 1.5V). 

The batteries should be inserted as shown below. 

Batteries should be changed after approximately one year use to ensure continued good 
performance. 


BATTERY (1.5V x 2) AAA 


* Remove the battery compartment lid by sliding it in the direction of the arrow 
* Remove the batteries and insert two type AAA batteries. 


Note: For correct polarity the large base of the battery should be placed against the spring. 


SETTING SLEEP TIMER 


The sleep timer allows you to watch TV so that it will turn off in a certain amount of time by itself. 
Press the SLEEP button on the Remote control. The ON SCREEN DISPLAY will show 90 
minutes (maximum sleep time). 

The time decreases by 10 minutes each time the SLEEP button is pressed while SLEEP TIME 
is displayed on-screen. After the SLEEP TIME reaches 10 minutes, the SLEEP TIME decreases 
5 minutes. If you set the SLEEP TIME for 0, sleep mode is erased. The minimum SLEEP TIME 
you can set is 5 minutes. If the SLEEP button is not pressed within 5 seconds, the SLEEP 
TIME on the ON-SCREEN DISPLAY will automatically change to the channel number you are 
watching. 

To check the SLEEP TIME setting, press the SLEEP button. You can adjust SLEEP TIME again 
while SLEEP TIME is displayed on-screen. 

The ON SCREEN DISPLAY will show the remaining SLEEP TIME and then, it will automnatical- 
ly show the channel number you are watching after 5 seconds. 


PICTURE ADJUSTMENT 


too light 


purple skin 
e . 
© 
™ 
4 
-” 
too pale 


® 


CONTRAST CONTROL 


Turn this control clockwise to increase the 
picture contrast. Turn it counterclockwise 
to reduce contrast. Incorrectly adjusted 
contrast may cause eye-strain. 


BRIGHTNESS CONTROL 


Turn this control clockwise to increase the 
brightness of the picture. Turn it counter- 
clockwise to reduce the brightness. 


TINT CONTROL 


Adjust this control for most natural color 
tones. 


COLOR CONTROL 


Adjust this control for the best natural col- 
or intensity. If color cannot be obtained, 
re-adjust the channel fine tuning as 
described 
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too deep 


too bright 


green skin 


& 


too vivid 


TV TROUBLES? 


Before calling your television serviceman, please check the trouble-shooting chart below. It 
includes several common faults which you can correct, making a service call unnecessary. 


SYMPTOMS 


CHECK POINTS 


RECEIVER DOES NOT 
COME ON WITH THE 
ON/OFF SWITCH 


Is TV set plugged in outlet? 
Is house fuse or circuit breaker OK? 
Is electrical outlet on? 


SCREEN DARK OR 
PICTURE FADED, 


Adjust brightness and contrast control setting 
Adjust Fine Tune. 


SOUND OK 
POOR OR WEAK * Readjust channel Fine Tuning 
PICTURE © Reposition antenna. Check antenna for broken or shorted 


lead-in wires. 

Station trouble?—Try another channel, 

Check the antenna terminal board for correct connections. 
In case of cable reception. Selector Switch check the 
TVICATV is in correct position. 


PICTURE OK 


POOR OR NO SOUND, 


Check volume control setting by pressing up VOLUME (+) 
BUTTON. 
Press the MUTE button on the Remote Control a few times. 


* Check antenna as above. Station trouble? 


—Try another channel. 


* Readjust channel tuning if you reset the Fine Tuning. 
* In case of cable reception. Check the TV/CATV selector 


switch is in correct position. 


NO COLOR 


Is station transmitting color? Try another channel. 

Check or reposition antenna. 

Check antenna for broken lead-in wires. 

Readjust channel tuning if you reset the Fine Tuning. 

In case of cable reception. Check the TV/CATV selector 
switch is in correct position. 


WRONG COLOR 


Is AFT/MFT button set to AFT mode? If not, adjust color con- 
trol setting. 


REMOTE CONTROL 
DOES NOT SELECT 
CORRECT CHANNEL 


Replace batteries. 
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GOLD STAR TELEVISION 
LIMITED WARRANTY 


We warrant that if your GOLD STAR television proves to be defective in material or workman- 
ship under normal use we will provide, without charge, the parts and labor necessary to remedy 
any such delect for the applicable warranty periods set forth below: 

WARRANTY PERIOD 
ITEM LABOR PARTS PICTURE TUBE 
Color Television. 1 year 1 year 5 years 


These warranty periods commence on the date of purchase by the original retail consumer. 

THE DURATION OF ANY IMPLIED WARRANTY, OR MERCHANTABILITY, FITNESS FOR 
A PARTICULAR PURPOSE, OR OTHERWISE, ON THIS TELEVISION SHALL BE LIMITED 
TO THE DURATION OF THE APPLICABLE EXPRESS WARRANTY SET FORTH ABOVE. IN 
NO EVENT SHALL WE BE LIABLE FOR ANY LOSS, INCONVENIENCE OR DAMAGE 
WHETHER DIRECT, INCIDENTAL, CONSEQUENTIAL OR OTHERWISE RESULTING FROM 
BREACH OF ANY EXPRESS OR IMPLIED WARRANTY, OF MERCHANTABILITY, FITNESS 
FOR A PARTICULAR PURPOSE, OR OTHERWISE, WITH RESPECT TO THIS TELEVISION, 
EXCEPT AS SET FORTH HEREIN. SOME STATES DO NOT ALLOW LIMITATIONS ON HOW 
LONG AN IMPLIED WARRANTY LASTS AND SOME STATES DO NOT ALLOW THE EXCLU- 
SION OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE 
LIMITATIONS OR EXCLUSION MAY NOT APPLY TO YOU. 


During the applicable warranty period when we will provide, without charge, parts and 
labor necessary to remedy defects in your television, all warranty inspections and repairs must 
be performed by a GOLD STAR Service Center. During the applicable warranty period when 
we will provide, without charge. only the parts necessary to remedy defects in your television, 
all warranty inspections must be performed and parts obtained at a GOLD STAR Service Center. 


To obtain service under this warranty, you must present or send your television set, together 
with the retail seller's original bill of sale, your charge or credit receipt, or other satisfactory pro- 
of of the date of the original retail purchase of the television, to any of the GOLD STAR Service 
Centers, You may obtain the name and address of the nearest Authorized Goldstar Service 
Station by calling TOLL FREE: (800) 255-2550. You may call any day at any time. Please do 
not discuss service problems with the operators. They can only direct you to one of Authorized 
Goldstar Service Stations. 


Any postage. insurance and shipping costs incurred in presenting or sending your television 
for service are your responsibility. 


THIS WARRANTY DOES NOT COVER DAMAGE WHICH OCCURS IN TRANSIT, OR 
RESULTS FROM ALTERATION, ACCIDENT: MISUSE OR ABUSE. NOR DOES IT COVER SET 
INSTALLATION, ADJUSTMENT OF CUSTOMER CONTROLS OR RECEPTION PROBLEMS 
RESULTING FROM INADEQUATE PICKUP BY THE ANTENNA. DAMAGE WHILE IN THE 
POSSESSION OF THE CONSUMER NOT RESULTING FROM A DEFECT IN MATERIAL OR 
WORKMANSHIP AND DAMAGE CAUSED BY ACCIDENT TO. TAMPERING WITH OR OPEN- 
ING THE TELEVISION OR BY OTHER THAN NORMAL USE OR DEFECTS OR DAMAGE 
RESULTING FROM REPAIRS PERFORMED OTHER THAN BY A GOLD STAR SERVICE 
CENTER ARE NOT COVERED BY THIS WARRANTY. 


This warranty gives you specific legal rights, and you may also have other rights which 
vary from state to state. 
: Goldstar of America, Inc. 
Service Division 
127 Jetplex Circle, Suite 1 
Madison, AL 35758 
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